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Federal Communications Commission § 73.312

Multiplex transmission as applied to 
FM broadcast stations means the 
transmission of facsimile or other sig-
nals in addition to the regular broad-
cast signals. 

Percentage modulation. The ratio of 
the actual frequency deviation to the 
frequency deviation defined as 100% 
modulation, expressed in percentage. 
For FM broadcast stations, a frequency 
deviation of ±75kHz is defined as 100% 
modulation. 

(b) Stereophonic sound broadcasting.
Cross-talk. An undesired signal occur-

ring in one channel caused by an elec-
trical signal in another channel. 

FM stereophonic broadcast. The trans-
mission of a stereophonic program by a 
single FM broadcast station utilizing 
the main channel and a stereophonic 
subchannel. 

Left (or right) signal. The electrical 
output of a microphone or combination 
of microphones placed so as to convey 
the intensity, time, and location of 
sounds originating predominately to 
the listener’s left (or right) of the cen-
ter of the performing area. 

Left (or right) stereophonic channel. 
The left (or right) signal as electrically 
reproduced in reception of FM stereo-
phonic broadcasts. 

Main channel. The band of fre-
quencies from 50 to 15,000 Hz which fre-
quency-modulate the main carrier. 

Pilot subcarrier. A subcarrier that 
serves as a control signal for use in the 
reception of FM stereophonic sound 
broadcasts. 

Stereophonic separation. The ratio of 
the electrical signal caused in sound 
channel A to the signal caused in sound 
channel B by the transmission of only 
a channel B signal. Channels A and B 
may be any two channels of a stereo-
phonic sound broadcast transmission 
system. 

Stereophonic sound. The audio infor-
mation carried by plurality of channels 
arranged to afford the listener a sense 
of the spatial distribution of sound 
sources. Stereophonic sound broad-
casting includes, but is not limited to, 
biphonic (two channel), triphonic 
(three channel) and quadrophonic (four 
channel) program services. 

Stereophonic sound subcarrier. A sub-
carrier within the FM broadcast 
baseband used for transmitting signals 

for stereophonic sound reception of the 
main broadcast program service. 

Stereophonic sound subchannel. The 
band of frequencies from 23 kHz to 99 
kHz containing sound subcarriers and 
their associated sidebands. 

(c) Visual transmissions. Communica-
tions or message transmitted on a sub-
carrier intended for reception and vis-
ual presentation on a viewing screen, 
teleprinter, facsimile printer, or other 
form of graphic display or record. 

(d) Control and telemetry transmissions. 
Signals transmitted on a multiplex 
subcarrier intended for any form of 
control and switching functions or for 
equipment status data and aural or vis-
ual alarms. 

[28 FR 13623, Dec. 14, 1963, as amended at 39 
FR 10575, Mar. 21, 1974; 44 FR 36038, June 20, 
1979; 48 FR 28454, June 22, 1983; 48 FR 29507, 
June 27, 1983; 48 FR 37216, Aug. 17, 1983; 49 FR 
45145, Nov. 15, 1984; 57 FR 48333, Oct. 23, 1992; 
62 FR 51058, Sept. 30, 1997]

§ 73.311 Field strength contours. 

(a) Applications for FM broadcast au-
thorizations must show the field 
strength contours required by FCC 
Form 301 or FCC Form 340, as appro-
priate. 

(b) The field strength contours pro-
vided for in this section shall be con-
sidered for the following purposes only: 

(1) In the estimation of coverage re-
sulting from the selection of a par-
ticular transmitter site by an appli-
cant for an FM broadcast station. 

(2) In connection with problems of 
coverage arising out of application of 
§ 73.3555. 

(3) In determining compliance with 
§ 73.315(a) concerning the minimum 
field strength to be provided over the 
principal community to be served. 

(4) In determining compliance with 
§ 73.215 concerning contour protection. 

[28 FR 13623, Dec. 14, 1963, as amended at 31 
FR 10126, July 27, 1966; 32 FR 11471, Aug. 9, 
1967; 52 FR 10570, Apr. 2, 1987; 54 FR 9802, Mar. 
8, 1989]

§ 73.312 Topographic data. 

(a) In the preparation of the profile 
graphs previously described, and in de-
termining the location and height 
above mean sea level of the antenna 
site, the elevation or contour intervals 
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